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Features:  

¶ Highly rugged ABS plastics (UL standard) give the indication unit ant corrosiveness , arc -

resistance and insulation.   
¶ Light weight (ONLY 1.3 kg : AC100V standard)   
¶ Feather - touch pushbutton operation.   
¶ Drip -proof con struction and Flat design without projections.   
¶ A variety of optional functions.   
¶ Dimmer Switch provided.   
¶ More than 2 indication units can be jointed together.   
¶ Saving -energy design of low power consumption.   
¶ Highly integrated PC Board makes maintenance e asier.   
¶ Detection units excel in anti - corrosiveness due to aluminium  alloy 7A.   

Specifications:  

Model Name  TS- 303  TK - 303  TO - 303  

Measurement Gas  Combustible Gases  Toxic Gases  Oxygen  

Principle  Catalytic Combustion  Electro Chemical  Galvanic Cell  

Measuremen t Range  0 ~ 100% LEL  
As per list according to target 

gas  
0 ~ 25%  

Accuracy  Within + -5% of F.S.  Within + -5~10% of F.S.  Within + -0.7% O2  

Alarm Set Level  20% LEL  
As per list according to target 

gas  
18%  

Alarm Output  1c relay contact. (capacity AC125V 1A)  

Po wer Source  AC100V standard (AC110 or AC220 available on request)  

Dimensions  120(W) x 206(H) x 73(D) mm  
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