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This is a portable gas concentration meter which can measure the concentration of gas in a 

tank or the like, up to a very high concentration level, and can be used for concentration 

control and safety in a variety of fields, e.9., a manufacturing, storage, shipping and consumer 

equipment for flammable gas and chemicals. Since the meter is a small, light-weight portable 

meter, users do not get tired even after using it for long time. As WS filter is built in the gas 
collecting rod section, and this avoids sensor problems caused by sucking water. 

Features:  

¶ Highly rugged ABS pl 
¶ Small and light-weight  
¶ Easy operation owing to the automatic suction system of a built-in pump  
¶ Low concentration (0 to 20vol o/ol can also be measured by changing the sensitivity.  
¶ Drip-proof design  

Specifications:  

Sensing Principle  Thermal conduction 

Measuring method  Automatic suction 

Response time  90% responses within 10 sec. 

Measuring gas  Butane, propane, methane, hydrogen, etc. 

Measuring range  0 to 100, 0 to 20 Vol % (Change-over type) 

Indication accuracy  Within +- 5% of the full scale 

Power Supply  Alkali dry cell, AM-1 x2 pcs. 

Battery Life  At least 4 hours on continuous measurement 

Weight About  1.5 Kg 

Size  163(W) x 137(H) x 67(D) mm 
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