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Features:  

¶ Unique extender cable for remote monitoring  

¶ Top mounted LCD display  

¶ Remote alarm capability  

¶ Percent oxygen digital readout  

¶ Pocket-size  

¶ Lightweight  

¶ Hands-free monitor  

¶ Audible and visual alarm  

¶ Low battery alarm  

¶ Automatic self-illumination display in a dark place  
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MODEL NAME OX-82 

Measuring Gas Oxygen 

Detection Range 0 - 40.0% oxygen content 

Detection Principle Electrochemical cell (Sensor type: OS-B12) 

Sampling Method Diffusion sampling 

Accuracy Better than ± 0.7% by volume of indication value at constant temp. 

Display 3-segment on digital LCD, 0.1% oxygen  

Alarm 

¶ Intermittent audible tone and flashing alarm light, activated when oxygen 
content       falls below alarm level (preset at 18%)  

¶ Continuous audible tone for low battery alarm  

¶ Remote alarm buzzer receptacle  

Operating Temp. & Humidity -10°C ~ 40°C (14°F ~ 104°F) 

Power Alkaline dry cell (2-AA size) 

Battery Life 
250 hours continuous operation minimum in case of no alarm/illumination using 
alkaline batteries 

Dimension & Weight 
78(W) x 26(H) x 142(D) mm (3W x 1H x 5.6D in.) 
300g, 10.6 oz 

Standard Accessories 
¶ Alkaline batteries (AA size)  

¶ Carrying case (with hard strap)  

Optional Accessories 

¶ Ni-Cad battery and charger (100VAC or 22VAC)  

¶ Remote alarm buzzer (with clip)  

¶ Extension kit for pressurized air (gas sampling bag and adaptor)  

¶ Carrying bag  

¶ Weatherproof rubber cover (for marine use)  

Warranty 1 year material and workmanship 

  Specifications subject to change without notice. 
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